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Model BOLSLPAN-40W-XW-USM|UD

100-277VAC

40W

3200-3400lm 

>80

3000K|4000K|5700K

Aluminum

Opal/ Micro Prisma�c

Suspended Mount

1622 Boundary Road, Burnaby, BC, Canada V5K 4V4

>0.95

Voltage

Wa�age

Lumen Output

CRI

PFC

CCT

Housing

Op�cs

Installa�on

ORDERING INFORMATION

SPECIFICATION CHART

BOL 

Blue Ocean’s BOLSLPAN LED Transparent Panel Light is a specially 
designed modern and stylish double side transparent model 
producing both upside and downside light. Constructed of 
aluminum housing, it features simple and convenient installa�on, 
and super solid structure guarantees no sack or bend when 
suspended. U�lizing superior quality LED chips and opal or micro 
prisma�c lens with excellent surface treatment, this Transparent 
Panel Light creates harmonious and mood pleasing light with high 
energy efficiency, accurate colour rendering, great colour 
consistency and minimum luminous deprecia�on. Professional 
heatsink maximizes the heat transforma�on inside the fixture to 
protect the LED source to even prolong the lifespan. Popular 
applica�ons: for new construc�on or replacement for tradi�onal 
fluorescent troffer fixtures with suspended moun�ng installa�on, in 
offices, mee�ng rooms, retail stores, hotels, schools, hospitals, and 
other commercial applica�ons.

Note: specifica�on subject to change without no�ce
Note: For Black and Silver finish, please consult with BOL team for MOQ

BOLSLPAN
LED TRANSPARENT PANEL LIGHT 

Wa�age
40W=40W 

CCT
WW=3000K
NW=4000K
PW=5700K

Series No.
BOLSLPAN

Type
USM=Ultra Slim 7.8” Width
UD=Slim 11.6” Width

40

Finish
WHT=White
BLK=Black*
SIL=Silver*

Beam Op�ons
Blank=30% Indirect 70% Direct
TP=50% Indirect 50% Direct

1.866.695.8966

Project:  Type:  

Notes:  Catalog #:  
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